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— <> RAMP TEXTURE DETAIL
1/4"  * NOMINAL DIMENSIONS

NOTES:

. RAMP TEXTURING IS TO BE DONE WITH AN EXPANDED
METAL GRATE PLACED AND REMOVED FROM WET CONCRETE
TO LEAVE A DIAMOND PATTERN AS SHOWN. THE LONG
AXIS OF THE DIAMOND PATTERN SHALL BE PERPENDICULAR

TO THE CURB. GROOVES SHALL BE 1/8"DEEP AND [/4" WIDE.
2. WHEEL CHAIR RAMP GRADES SHALL MEET ADA STANDARDS.

5. DETECTABLE WARNING SHALL BE TRUNCATED DOME TYPE,
2L INCHES LONG IN DIRECTION OF TRAVEL AND FULL WIDTH OF RAMP
WITH DOMES ALIGNED ON A SQUARE GRID WITH TS GRID LINES

PARALLEL AND PERPENDICULAR TO THE CENTERLINE OF THE

RAMP, TILE SHALL BE" ARMOR-TILE, CAST-IN-PLACE TILES" OR EQUAL,
AS APPROVED BY CITY ENGINEER. COLOR SHALL BE SAFETY YELLOW.

L. SEE STANDARD DETAIL KEYED COMBINATION CURB AND SIDEWALK
FOR KEYWAY FOR BACK OF CURB
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SIDEWALK RAMP DETAIL
(SEE TABLE A FOR DIMENSIONS NOT SHOWN
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CORNER SIDEWALK RAMP DETAIL
(SEE SIDEWALK RAMP DETAIL FOR ADDITIONAL REQUIREMENTS)

SIDEWALK RAMPS
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